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PISCO.

Mist Filter Element

l Handling

Instruction

Rep;acing Method of Flter element

HIR 0034-01

Micromist Filter Element

Th

(1).In case of the filter element set FE300DK (for 0.3ym) and FE300MK (for 0.01um)

e method differs in the element types.

are equipped.

(A cross-recessed round head screw is attached to the bottom of filter element.)

(@.Using the cross-recessed round head screw, remove
filter element set. (If screw guide remains inside of the
main body, please leave it as it is and proceed to @.)

(@.Remove the cross-recessed round head screw from
the screw guide.

(@ .Remove the element.

@.In case the screw guide comes off at the same time
the filter element set is removed, screw it into the
main body.

®.Install a new filter element into the screw guide.

®.Insert the parts into the cross-recessed round head
screw in the order of gasket, cap guide and link. Do
not place the gasket next to the protruding side of the
cap guide.

(@ .Tighten the ® parts by the cross-recessed round head
screw to the screw guide with filter element. Please
apply tightening torque of 0.9 ~ 1.1N-m.

(2).In case of filter element FE300D (For 0.3ym) and FE300M (0.01um) are equipped.

v mark on the body
0-ring (S20)
Screw guide

Filter element
(0.3um. 0.01um)

Link
Cap guide
Gasket (GAS-M4)

Cros ecessed ound ead s
O-ring (S38)
A mark on the lock lever

Lock lever

(A cross-recessed round screw is not attached to the bottom of filter element.)

(D.0n the first time of replacement, remove the filter FE300D or FE300M from the main body and

install filter element set FE300DK or FE300MK.

@.From the second time of replacement, please follow the replacement procedure of (1) of

FE300DK and FE300MK. Replace the element only. (FE300DN, FE300MN)

Please contact your nearest PISCO office or refer to catalogue for other detail.
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