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Based on the standard products, "Special specification option" on parts 
for matching operating environment or "Special appearance option" for 
matching a color for operating environment can be selected and ordered 
by just adding prearranged extension code of options.

PISCO flexibly corresponds to non standard products that meet the needs of our customers.

Visit PISCO web site for video about Non-standard products.
https://www.pisco.co.jp/en/product/special/

Multiple Coupling
Bulk Packaging (Tube Fitting, 

Control, Vacuum Pad)

Tube penetration type 
Tube Fitting

Tube Fitting unequal 
port combinations 

ø8

ø6

ø4

*�PISCO welcomes an inquiry of custom-made product, which is not listed in this catalog. 
Please feel free to contact nearest PISCO office.



Sealock coating

Release-ring colorBody color

Seal rubber material/Lubrication

Model Designation (Example)

894

mm

G

G thread spec.

Fittings with mm size tube diameter and parallel pipe thread are available.
Contact us for inquiry.

Inch

NPT

Inch NPT spec.

● Applicable model

Fitting Tube Fitting, Tube Fitting Mini, Die Temperature Control Fitting, Rotary Joint, High Rotary 
Joint, Connector, Light Coupling

Control
Speed Controller, Speed Controller Large-flow type, Orifice Flow Speed Controller, Throttle 
(Needle) Valve, Quick Exhaust Valve, Orifice Fitting, Pressure Regulator Push-lock type, 
Pressure Controller, Check Valve, Pressure Gauge

Valve Change Valve, Hand Valve, Ball Valve, Mechanical Valve

● Applicable model

Fitting Tube Fitting, Tube Fitting Mini

Special options
▶Color option

Light-gray color option for resin body and release-ring.
▶Seal rubber material option

Seal Rubber Selection: FKM, EPDM or HNBR.
▶Oil-free option

Assembled without intentional use of oil, oil contamination into fluid medium can be 
prevented.

▶Non-purple option
Restraining generation of Cu ion or F ion from the product.
*With this option, Check Valve and Stop Fitting, etc. do not have marking on the brass parts. Be careful when piping.

▶Release-ring color option
Changeable to Red Color
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(1)

W
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(3)
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*1. The metric (mm) size release-ring color of oil-free (-D) specification is yellow, while inch tube dia. is white.
*2. �The product with oil-free (-D) specification is assembled without intentional use of lubrication in standard process. 

Therefore the problem of reducing airtightness or increasing frictions of rubber parts may be resulted.
*3. Non-purple (-P) option is not available with seal rubber material FKM. No Sealock coating for Non-purple option.

(1) Model code (See the next page for available products.)

　
(5)

*1. For FKM (-F) specification, the color of metric (mm) size release-ring is brown, while inch tube dia. is white. FKM (-F) specification is not available with non-purple (-P) specification.
*2. For EPDM (-E) specification, the product is assembled as oil-free specification. The color of metric (mm) release-ring is yellow.
*3. EPDM (-E) specification can not be selected for the products with M3 or M6 threads or with inch tube dia.

*�When light-gray (W) is selected for body color, the metric (mm) size release-ring color is light-gray even for combination with any other options (except when red release-ring is specified).  
The color of release-ring of inch tube dia. is always white.

(5) Release-ring color
Code �RR No code
Color Red Standard

(2) Body color (Resin body color)
Code W No code
Color Light gray Standard

(4) Lubrication
Code �D �P No code

Option Oil-free Non-purple Standard

(3) Seal rubber material
Code �F �E �HN No code

Material FKM EPDM (Oil-free) HNBR Standard seal rubber
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Reference Chart of Special Options

*Consult PISCO for any inquiry of special-made product, which is not listed in this catalog.

○: Available, ×: Not available

Product series

Standard specification Special specification

Body color and  
Packaging/  

Cleaning option

Resin 
body 
color

Release-
ring 
color

Seal 
rubber 

material
Lubrication Thread 

sealing

(1)
Body color

(2)
Seal rubber material

(3)
Lubrication

(4)
Release-ring color

Light gray FKM EPDM HNBR Oil-free option Non-purple Red
W*1 -F*2 -E*3 -HN -D*4 -P*2 -RR

Tube fitting Standard Black Black

NBR

Turbin oil

Sealock coating

× ○ *5

○

○

○ ○
○Light gray Light gray Light gray Standard spec.

○Clean-room pkg. Light gray Light blue Fluorine-based 
grease

× ○ *6 ○ *6

×Light gray + Clean-room pkg. Light gray Light gray Standard spec. ○ ○ ×
Clean wash + Clean-room pkg. Light gray Light blue Oil-free option × × ○ *6 Standard spec. ○

Tube fitting Mini Standard Black Black

NBR
Turbin oil

Sealock coating

× ○ *5,*10

○ *10

○ *10

○ ○
○Light gray Light gray Light gray Standard spec.

○ *10Clean-room pkg. Light gray Light blue Fluorine-based 
grease

× ○ *6,*10 ○ *6

×
Light gray + Clean-room pkg. Light gray Light gray Standard spec. ○ *10 ○ ×

Tube Fitting SUS304 Standard Black Dark blue FKM Turbin oil Sealock coating × Standard spec. ○ *7 ○ ○ *7 × △ *17

Tube Fitting Stainless SUS303 
equivalent corrosivity

Standard Black Dark blue
HNBR

Turbin oil
Sealock coating

○ ○ ○ *7,*15 Standard spec.
○ *7 ○

○
Clean wash + Clean-room pkg. Black Dark blue Oil-free option × × Standard spec. ×

Tube Fitting Anti-static Standard Black Black NBR Turbin oil Sealock coating × ○ ○ *8 ○ ○ *8 ○ △ *17

Tube fitting Brass
Standard ー ー

HNBR
Turbin oil Sealock coating ×

−
×

Standard spec.
○ ○ ×

FKM Standard spec. −
Tube fitting Long Standard ー Black NBR Turbin oil Sealock coating × ○ *5 ○ ○ ○ ○ ○
Main block Standard Black Black

NBR Turbin oil Sealock coating
× ○ *5

○ ○ △ *17 × ○
Light gray Light gray Light gray Standard spec. ○

Connector Standard Black Black NBR Turbin oil ー × ○ *5 ○ ○ ○ × ○
Speed controller*14 Standard Black Black

NBR
Turbin oil

Sealock coating

× ○ *13

○ *10

○
*10,*11 △ *17

○
○Light gray Light gray Light gray Standard spec.

○
*10,*11,*12Clean-room pkg. Light gray Light blue Fluorine-based 

grease
× ○ *6,*10

×
Light gray + Clean-room pkg. Light gray Light gray Standard spec. ○ *10 ×

Speed controller SUS303 equivalent corrosivity Standard Black Dark blue HNBR Turbin oil Sealock coating ○ ○ *11,*12 ○ *7 Standard spec. △ *17 ○ ○
Needle valve Standard Black Black

NBR
Turbin oil

Sealock coating

× ○ *5,*12

○
○ △ *17

○
○Light gray Light gray Light gray Standard spec.

○ *12Clean-room pkg. Light gray Light blue Fluorine-based 
grease

× ○ *6

×
Light gray + Clean-room pkg. Light gray Light gray Standard spec. ○ ×

Orifice fitting Standard Black Black NBR Turbin oil Sealock coating ○ ○ ○ ○ ○ ○ *16 ○ *9

Check valve (Metal type)
Check valve (Resin type) Standard

ー Black
NBR Turbin oil Sealock coating

×
○ × × △ *17 ○ ○

Light gray Light gray Standard spec.
Check Valve for Low 
Operating Pressure

Standard Light gray Light gray

HNBR
(Elastic sleeve)

Turbin oil ー Standard spec.

○
(Elastic sleeve)

○
(Elastic sleeve) Standard spec.

○ × ○
FKM

(Valve packing) Standard spec. ×
(Valve packing)

×
(Valve packing)

*1. �When light-gray (-W) is selected for body color, the release-ring color of metric (mm) tube dia. is light-gray even for combination with any other options, except when Red color (-RR) is 
selected. The color of release-ring of inch tube dia. Is always white.

*2. Non-purple (-P) option is not available with seal rubber material FKM.
*3. �For EPDM (-E) specification of sealing material, the product is assembled as oil-free specification. The color of release-ring of metric (mm) tube size is yellow, except the combination with 

light-gray specification, which has light-gray release-ring. EPDM (-E) specification is not available for the products with M3 or M6 threads or inch tube dia.
*4. Release-ring color: Yellow (When with light-gray specification, the release-ring color is light-gray.)
*5. Release-ring color: Brown
*6. Release-ring color: Light-blue
*7. Release-ring color: Dark-blue
*8. Release-ring color: Black
*9. Release-ring color: Red is not available with body color Light-gray.
*10. Not available for Tube dia. ø1.8 mm and ø2 mm.
*11. Not available for Low cracking pressure type.
*12. Not available for the products with M3 thread.
*13. See *5, *10, *11 and *12.
*14. Applicable types: JSC, JSS and JSM for Standard series, JSC-H for High Flow series, JSC-L and JSS-L for Low Flow series, JKC and JKL for Constant Flow series.
*15. Gasket material for Metric thread : PPS
*16. Orifice bore 0.1 mm and 0.2 mm is not available.
*17. Contact us for inquiry.
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Reference Chart of Appearance Color Combination with Special Options (Fitting with Metal body)

Product series
Resin color

 or 
Option

Tube dia. size
Seal rubber material Lubrication Release-ring color
-F -E -D -RR

FKM EPDM Oil-free option Red

Tube fitting
Tube fitting Mini

−

mm size

inch size

Light gray mm size

 Clean-room pkg.

mm size

inch size

Light gray
 + 

Clean-room pkg.
mm size

Tube fitting
Clean wash

 + 
Clean-room pkg.

mm size
Standard 

specification

inch size
Standard 

specification

Tube Fitting SUS304 − mm size
Standard 

specification

Tube Fitting 
Stainless SUS303 
equivalent corrosivity

− mm size

Light gray mm size

Clean wash
 + 

Clean-room pkg.
mm size

Standard 
specification
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Reference Chart of Appearance Color Combination with Special Options (Controllers)

Product series
Resin color

 or 
Option

Tube dia. size
Seal rubber material Release-ring color
-F -E -RR

FKM EPDM Red

Speed controller
Throttle (needle) valve

−

mm size

inch size

Light gray

mm size

inch size

Clean-room pkg.

mm size

inch size

Light gray
 + 

Clean-room pkg.
mm size




