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Model Designation (Example)

Characteristics
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(2) Reel width (L)

(1) Tube Reel

█

Tube Reel
Reel for Tube

TR

█
Reel can be used repeatedly, and the amount of waste material can be reduced.
Material of the reel is all plastic.

█

Code 075 100 160 200
L (mm) 75 100 160 200

Tube Reel
Model Code

TR-075

TR-100

TR-160

TR-200
* Tube does not come with the 
tube reel.

1 set /box

RoHS2 (2011/65/EU+EU2015/863) compliant

■ Applicable tube dia.
(Optimum combination with 100M roll of each tube)

Tube dia.
(mm or inch)

Tube reel
TR-075 TR-100 TR-160 TR-200

ø4 (5/32) ◎ ○ ○ ○
ø6 ◎ ○ ○ ○

ø8 (5/16) × ◎ ○ ○
ø10 × × ◎ ○
ø12 × × × ◎

ø16 (5/8) (*2,3) × ◎ ○ ○
ø1/8 ◎ ○ ○ ○

ø3/16 ◎ ○ ○ ○
ø1/4 ◎ ○ ○ ○
ø3/8 × × ◎ ○
ø1/2 × × × ◎

*1. ◎ : The most suitable, ○ : Can be used, ×: Can not be used.
*2. For 20M roll of ø16 (5/8) tube.
*3. Not applicable for Fluoropolymer tube (SFT, SET).

Safety instructions for this product
Safety instructions, Common safety instructions for each product category and Detailed 
safety instructions for each product are in the end of this catalog and our website.

Operating temp. range (°C) -10 to 50



Unit: mm

Model code L B1 B2 Weight
(g)

TR-075 75 97 91 1248

TR-100 100 122 116 1270

TR-160 160 182 176 1318

TR-200 200 222 216 1357
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* The photo above shows the tube actually 
wound onto the reel. Please note that the 
tube is not included.

TR Tube Reel


